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U.S. DEPARTMENT OF LABOR 

Occupational Safety and Health Administration 

fl'~m APDf'OV..S 
OMS No. oW-A ll17 

MATERIAL SAFETY DATA SHEET 
Required under USDL S.fety and H•lth Regua.tions for Ship Repairing, 

. Shipbuilding. lnd Shipbreaking (29 CFR 1915, 1916, 1917) 

SECTION I 
MANUfi'ACTURER'S HAMil EMERGENCY TELEPHONE NO. 

MAGNAFLUX CORPORATION 
AOO'f.u.J,V.IIIJIJMr,.SITftt, City, Stct•.llllll ZIP JUU ~estLawrence~venue, 
CHEMICAL NAME AND SYNONYMS 

.. 

' . 

(312) 867-8000 

TRADE NAME AND SYNONYMS 
ZL-60B Z lo Penetrant 

. SECTION't'l -: HAZARDOUS INGREDIENTS 
TLV 

.. 
PAINTI, PRUERVAT1VES,. SOLVENTS " (Uftitd AUOYS AND METALLIC COAT1NGS 

PIGMENTS i IIASIE METAL 

CATALYST \ ALLOYS 

VEHICLE ! MIETALUC COATINGS 

SOLVENTS fi'ILLER METAL 
PLUS COATING OR CORE FI..UX 

ADDITIV•S OTHilRS 

OTHERS " 

HAZARDOUS MIXTURES OP OTHER LIQUIDS, SOLIDS, OR GASES 

Kerosene 
~l 

. ~- ' 

.. 

SECTION Ill • PHYSICAL DATA 
BOIUNQ POINT ~fl'.) 

"AJIOR PRESSURE (mm H9·» ~ p .. 2_5_,
0
mn Pe:ACENT, VOLATILE 

,.T II If I' Jt- BY VOLUME (%t 

VAPOR DENSITY (AIR•lt ~ 
1 EVAPORATION RATE 

.... ( •l) 

" 

" 
30 

TLV 
(Uniu) 

TLV 
(Unitst 

100 m5 

0.88 

10% 

SOLUBILITY IN WATIER Emulsifia >le L 'Y/ ~ 

mfm3 · 

APPEARANCE AND oDoR Green oily liquid, oily smell. f.Z-:f · r '-----------.....-::.:..;;:.=.;.:...:_ :;;.:.:.~.;.;J.;:;.;.;;~..;;.;..;...;.;..;.;.,;;~--------------+=:-=t--~ '1··'">_-..,.-~) •: ·\ • 

• UNUSUAL FIR£ AND EXPI..OSION HAZARDS 
None 
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~------------------------------------------------------------------------------------~ SECTION V • HEALTH HAZARD DATA 
THRESHOLD LIMIT VALUE 

U~ECTS OF OVEREXPOSURE 

SECTION VI • REACTIVITY DATA • 
STABIUTY . UNSTABLE CONDITIONS TO AVOID 

·-STABLE 'X .. 
INCOMPATABILITY (MIIt~n.h 10 noid) ... May dissolve or soften rubber, plastics and organic coatings 
HAZARDOUS DECOMPOSITION PRODUCTS -None I 

MAY OCCUR CONDITIONS TO AVOID HAZARDOUS 
POLYMERIZATION 

X ' WILL NOT OCCUR 

SECTION VII • SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED . 

Soak up with absorbent compounds and sweep up. Can be flushed away with water spray. 
No smoking. 

WASTE DISPOSAL METHOD 

Material is combustable, can be burned, or else treat as oily waste. Not a hazardous waste. 

SECTION VIII • SPECIAL PROTECTION INFORMATION 
RESPIRATORY PROTECTION (S{Hd{y fJITHJ 

fione 
VENTILATION LOCAL EXHAUST 

Spray Booth if sprayed SPECIAL 

MECHANICAL (G~nual) OTHER 

PROTECTIVE GLOVES I EVE PROTECTION Neoprene gloves if exposure is unavoidable None 
OTHER PROTECTIVE EQUIPMENT 

None . 
SECTION IX • SPECIAL PRECAUTIONS 

PRECAUTIONS TO 8E TAKEN IN HANDLING ANO STORING 

Store in dry place, away from heat sources. 
OTMErt PREC..:.uoiONS 

Zl-6013 PXPrts drvina :lrtinn fln c;kin leadina to irrit;ttion Wine off oroTntlv . 
Remove saturated clothin~. 
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